FLEXI-WALL MP 100A
STC: 52

METAL ROOF

2 LAYERS OF 12mm GYPSUM BOARD
COVERED WITH PLASTERING

"FLEXI-WALL' SOUND BARRIER SYSTEM|

50mm THK 60kg/m° ROCKWOOL
INSULATION INFILLED

MAIN STEEL SUPPORT
FOR MOVABLE PARTITION
T0 ENG'S DETAIL (BY OTHERS)

MS CHANNEL

VARIES

ADJUSTABLE HANGING ROD
LU RACK_NO.
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(MAX_HEIGHT; 8500mm)
FINISHED CEILING LEVEL
v

35mm TOP RETRACTABLE
BLACK ANODISED ALUM.
C/W ACOUSTICAL SOUND SEALS

3
80kg/m ROCKWOOL INSULATION
INFILLED

1.2mm THK MS PLATE

18mm THK PARTICLE BOARD

FLEXI-WALL MP 100A
ACOUSTIC MOVABLE PARTITION

(PANEL FINISHES BY OTHERS)

CEILING HEIGHT

OVERALL PANEL HEIGHT

NATURAL ANODISED ALUMINUM
TONGUE AND GROOVE ELEMENT
C/W ACOUSTICAL SOUND SEALS

35mm BOTTOM RETRACTABLE
BLACK ANODISED ALUM.
C/W ACOUSTICAL SOUND SEALS
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VERTICAL SECTION DETAIL A

FINISHED FLOOR LEVEL
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DETAIL A

3
B0kg/mROCKWOOL INSULATION
INFILLED

1.2mm THK MS PLATE
18mm THK PARTICLE BOARD

HORIZONTAL SECTION




